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Reachin 301

INCI name:

Styrene/Acrylates Copolymer

CAS number：9010-92-8

General Information:

Reachin 301 is an opacifier imparts a milky, lotionized

appearance to a liquid product, used in liquid laundry

detergents, liquid detergent and other personal care

products.

Specification:

Item Specification
Appearance (25℃) White liquid
Solid content (105℃) 39.0-41.0
pH value (25℃) 2.0-3.5

Viscosity (M1V50，25℃，

mPa·s) max
100

* These values indicate typical specification; they are not intended to be used as

product specifications.

Benefits:

 Impact continuous opacus milky white

 Cover amber and non-transparent appearance

 Impact high whiteness

 Have efficiency at low dosage

 Enhance the efficiency of dye.

 Without APE.

Application：

 Shower gel and shampoo

 Liquid laundry detergents

 Two in one liquid detergents

 Household cleaners

 Dishwashing liquids

 General purpose formulations

Formula Guidelines：

Reachin 301 is recommended to be added at last

manufacturing step (After final pH adjustment) to avoid

potential “shock”. It is to be diluted by at least four times

weight water before use, then add slowly for final mixing,

maintaining good agitation throughout the adding

process.

Dosage:

0.1-1.0%.

Storage & Handling：

Standard Packing: 200kg/drum

Storage: It is not freeze/thaw stable and should therefore

be kept at temperatures of 5 to 35℃. Under such

condition in its original unopened containers, it has a

shelf life of twelve months or greater from date of

manufacturing.

Shelf life: 12months
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